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1. Identification of substance/preparation and company / undertaking

Product Name:
Polyamide 6.6 ( PA6.6) Precision Cut Flock dtex 1-22,cut lenghts 0,3mm-3.0mm, raw white or dyed

Producer & Suplier:
Flokcan Textile San. Tic. Ltd. Sti





Barakfakih Sanayi Bolgesi No:60





Kestel / BURSA  16450 TURKEY





Tel: +90 224 384 10 44-45-46





Fax: +90 224 384 10 47

2. Composition/Information on Ingredients

Chemical Nature:
Polyamide 6.6, Poly ( hexamethylene adipinamide)

Physical Nature:
Cut fiber with diameters of  1 dtex to 22 dtex and mean lenght of 0.3 mm to 3.0 mm. Raw white, spundyed or bathdyed.
Preparation on the fiber:
Inorganic and organic chemical ( total amount max.0,5% of weight) which are indispensable for flock quality intended for electrostatic flocking.
Flock black spundyed contains about 1.1-2% of black pigment = Carbon black

3. Hazards identification
To the best of  knowledge, polyamide 6.6 flock

products have not been associated with negative effect on humans if used in accordance with good industrial hygiene practice and any legal requirements.
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4. First – aid measures
Inhalation:

Not specifically concerned
Skin Contact:

Not specifically concerned
· In case of fire, the molten product may cause burns. Rince with plenty of     

      water Do not attampt to remove cloths ( danger of adherence to skin) Call    

      for a physician
Eye Contact:
Not specifically concerned
Ingestion:
Not specifically concerned
5. Fire – fighting measures

Fire extinguising agents:
All usual extinguishing media may be used
Reaktion:


No restirictions
Specific Information for fire-fight:
Use autonomous respirators to fight fire indoor or in porly ventilated areas. Do not use water as extinguishing agent in the presence of uninterrupted electrical installations. 

Hazardous decomposition products: Depending on temperature and oxygen availability, combustion off-gases contain variable quantities of toxic substance
(carbon monoxide, hydrogen cyanide, various organic compounds) which must not be inhaled. 





6. Accidental release measures
Accidental dispersion/spill:
Collect material for controlled re-use or waste 
disposal. No special safety risk sor risk to the environment.
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7. Handling and storage

Fire precautions:

Remove dust, fly and finish residues by ventilation and vacuum cleaning, espacially on heat setting operations.Keep away from ignition sources. Beware of static electricity and discharges.

Storage:
No Special safety precautions

Storage conditions:
Consider technical advices refering to optimal processability

8. Exposure controls and personal protection

Components with occupational exposure limits : None

Industrial hygiene:

No special risk handled in accordance with good industrial hygiene practice and legal requirements.

Personal protection:
Dust mask, protecting goggles.

9. Physical and chemical properties:

Form:


short fibres
Colour:


raw white, or dyed

Odour:


none

Melting range:

[ 0C ] 250 – 260 
Flash Point:

[ 0C ] about 400
Ignition temperature:
[ 0C ] about 450
Thermal decomposit:
[ 0C ] starts at about 350
Density:


[ gr/cm3 ] 1.13 – 1.15

Apparent density:
[ kg/ m3 ] 50 -200 

Vapor pression:

not applicable 

Solubility in water:
Flock products are not water soluble
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Explosion limits:
Cut flock / air mixtures may be explosible within 

certain concentration limits and sufficiently higy ignition energies. Dust explosion class 1, lower range. Normal flock has a minimum ignition energy of about 150mJ2. On DC electrostatic flocking installations, flock samples can only be ignited at discarge energy >1300 mJ. Such discharges can only be achieved on a breakdown of the electrostatic flocking installations. On AC electrostatic flocking installations, ignitions of flock are more easy. Effects of solvents from adhesives in the air have to be considered carefully. For save operation of electrostatic flocking installations, check EN 50223 and NFPA 33 (USA)

10. Stability and reactivity

Conditions to avoid:


none under normal storage conditions
Material to avoid:


none under normal storage conditions
Hazardous decomposition products:
none under normal storage conditions
Combustion off-gases see point 5.

11. Toxicological information 

The fibre product not present special risk on humans if used in accordance with good industrial hygiene practice and the concrning requirements. In case of special end uses, Flokcan Textile ltd. Sti may be contacted for additional information.

12. Ecological Information

The fibre product is not associated with ecological problems, provided that the wastes are orderly disposed of. Because of its chemical nature, the product is not ecotoxic and not readily biodegradable.
13. Disposal considerations

Can be disposed of as solid waste or burned in suitable installations, subject to local regulations.
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14. Transport Information

International reglementation:

Class RID / ADR:
Not classified as hazardous
Class ICAO / IATA:
Not classified as hazardous
Class OMI / IMDG:
Not classified as hazardous
15. Regulatory Information

Classification and labelling:
Not classified as hazardous ( Reglementation 

EEC and others )
16. Other Information

This safety date sheet uses the format and listing sequence of Commission Directive 91/155/EEC though the described product is not a dangerous preparation. It is intended to inform about physical properties, safety aspects, toxicological data and ecological caracteristics that are relevent fort he use of synthetic fibres in textile, technical and industrial applications, and to recommend procedures for their handling, storage and transport.
This safety data sheet is complement to Technical Data Sheets but does not replace them. The information given is to the best of our knowledge at the date of issue. It does not constitute a contractual description of product properties.

The safety data sheet is not ment to be handed out to private end-users.

The safety data sheet does not disengage the user of his duty to know and to apply any law and reglementation that may be relevant.

Additional information may be requested at Flokcan Textile Ltd. Sti. If special applications of synthetic fibres are intended. 

